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Introduction  

 

 The ProGen II 4050Ê is our programmable frequency 

generator that is primarily designed to deliver frequencies into our 

Photon Resonant Light Emission Systems; however it is also ideal 

for use with the contact plates and cylinders of our Frequency Kit, 

and Light Emitting Diodes. The ProGen WizardÊ software has 

been designed to make the ProGen II Ê the easiest to program 

generator on the market.  

 

 

 

   

  

 

 

The ProGen Wizardôs features include: 

 

 

 

 

 

 

 

 

 

 

 

- a data entry window that is designed in such a way as to prevent inadvertent programming 

 errors 

- save frequency files to your computer 

- direct load of frequency files into a ProGen IIÊ 

- load a selected frequency file from your computer into a ProGen IIÊ 

- share frequency files electronically 

- restore inadvertently deleted files to a ProGen IIÊ 

- download prepared protocols1 from Resonant Light via the Internet 

- a ñConsolidatorò and a ñComposerò that allow you to collect sets of frequencies from any 

 source and make them into a frequency file that can then be loaded into the ProGen II for 

 use 

It is important to read the whole of this manual 

to familiarize yourself with the terms, concepts, 

and the windows you will encounter. 



 2 

Contents  

 
   

 

  Glossary          3 

 

   

 

  A Few Preliminaries         4 

   Serial Port Requirements 

   Images in This Manual 

   CAUTION  
 

   

 

  Running the Wizard Program for the First Time     5 

   Setting Up the Serial Port       6 

 

   

 

  The Data Entry Window        8 

 

   

 

  Basic Use of the ProGen II WizardÊ Software    11 

   Creating a New Protocol      11 

   Opening an Existing ProGen II Data File    13 

   Exporting Data to Another Program     13 

   Combining Protocols in One Bank     13 

   Printing Your ProGen II Data File     14 

 

   

 

  Advanced Use of the ProGen II WizardÊ Software    15 

   Consolidating Frequency Lists     15 

   Creating ProGen Data Files from the Consolidator   18 

   Writing Custom Protocols      20 



 3 

Glossary  

  

 

 Before going any further, letôs review the meaning of some of the terminology that you will encounter 

in this manual, in the Wizard program, and in operating the ProGen II. 

 

 We describe the ProGen II as having 40 banks of frequency sets, each capable of accommodating 50 

levels of base frequencies. 

  

 

 

Frequency:  the rate at which a vibration occurs that constitutes a wave, either in a material (as in 

   sound  waves), or in an electromagnetic field (as in radio waves and light), usually 

   measured per second. 

 

 
Base Frequency: the frequency at which a particular level is set for a ósingle frequencyô or at which a 

   particular level is referenced for the multiple frequencies of a ówave packetô. For a wave 

   packet óspreadô, it is the centre frequency; for a wave packet ósweepô it is the ending 

   frequency. 

 

 

Wave Packet:  a collection of frequencies based on the base frequency and the width criteria. óSpreadsô 

   either ócontractô in towards, or óexpandô outwards from the base frequency. óSweepsô 

   either óincreaseô from the base frequency or ódecreaseô towards the base frequency. 

 

 

Level:   a division within a bank; each level within a bank holds different information that the 

   ProGen sends to the device which it is programmed to run. Level does not indicate 

   intensity. 

 

 

Bank:   a collection of base frequencies or levels that will run in one programmed session; 

   often referred to as ñBank # ___ò.  

 

 

Protocol:  a set of frequencies compiled for a specific situation. These frequencies are loaded 

   into one bank on the ProGen II. 
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A Few Preliminaries  

 

 

 

Serial Port Requirements 
 In order to program the ProGen IIÊ, a serial port on your computer is required. The ProGen II uses a 

DB9 RS232 port to transfer data (information). Most new computers only come with USB serial ports; 

therefore, it will  be necessary  likely to purchase a USBðRS232 adaptor.  You can purchase this from us, or 

a local electronics supplier. If you purchase locally, take the ProGen II with you to ensure that the adaptor will 

connect to the 9-pin connector without colliding with the level knob of the ProGen; some adaptors are 

oversized.  

 Adaptor cable packages usually include a CD that contains the driver files required to install the 

adaptor on the computer; look inside the packaging as this is often a mini CD. Follow the procedure for adding 

new hardware of the computer system being used and the adaptor manufacturerôs instructions for installing it 

on your computer. We will discuss setting up the serial port a little later in the manual, at the point at which 

you will come to it for the first time. 

 You can also download the driver from our website on the ProGen Wizard Software page. Choose the 

driver download for your operating system. 

 

 

 

Images in This Manual 
 Generally, the two main operating systems in use on computers at this time are Mac and Windows. The 

illustrations in the ProGen Wizard can appear differently depending on which operating system a particular 

computer is using. Throughout this manual, we will attempt to place a representation of the illustrations as they 

will appear on each platform side by side, with Mac illustrations on the left of the page and Windows on the 

right. If they are too large for side by side, the Mac illustration will appear on top, with the Windows 

illustration below it. Occasionally, an operating system may combine images for operations following closely 

on each other, while the other system will have completely separate illustrations for each procedure. Careful 

study of the illustrations should help make things clear. 

 

 

 

CAUTION :  

 Please note that this is Beta Test software, and as such is still in a developmental stage, and not without 

bugs. As problems are identified, attempts are made to resolve them; however, occasionally this proves to be 

very difficult. The software was designed to assist ProGen II users in expanding the programming capabilities 

of the frequency generator, and to utilize frequency sets they may gather in their research, as well as directly 

download protocols made available by Resonant Light. The Wizard software is not required for the regular 

running of the ProGen II either on its own, or as the frequency generator for the PERL. 
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Now, letôs continue learning about the ProGen WizardÊ software program. 

 

Running the Wizard Program for the First Time  

 

 The first time the program is opened, a message saying NO CONFIGURATION FILE FOUND will appear. 

Click OK to this message. The message should disappear after the first execution of the program as the file will 

be created and saved the first time you close the program. 

 

 

 

 

 

 

 

 

 

 

 

 

 
 Then you will be alerted that your copy of the program is not registered. While it is not necessary to 

register in order to run the program, we ask that you complete the registration so that we can keep you 

advised on any updates. Also, we will not be able to  provide you with technical support if you do not 

register it. 

 

 

 

 

 

 

 

 

 

 

  
 If you choose to register your copy of the program later (NOT RECOMMENDED ), go to CONTACT 

US and select REGISTER SOFTWARE.  

 

 

 

 

 

 

 

 

Mac View Windows View 
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Setting Up the Serial Port 
 

 Once the USB adaptor is installed on the computer, the ProGen WizardÊ must be told which serial 

device it is going to use. Until you set up your serial port, you will get the ñNo Serial Portò message each time 

you run the program. You can choose to continue without configuring your serial port; however, you will not 

be able to program your ProGen IIÊ 

 

 

 

  

 

 

 

 

 

 

 

 

 

- Click OK in the NO SERIAL PORT window. 
 

 

 

 

- In the SETTINGS menu, select SET SERIAL PORT .   

 

 

 

 

 

 

 

 

 

Examples of the Registration Form with Mac on the left, and Windows on the right. 
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- There will be a drop-down list box in the SET SERIAL window.  

 

- In the SETTINGS menu, click on SAVE SETTINGS. The settings are now saved in a configuration file 

 that the Wizard will read the next time the program is started. 

 

- Your settings will be written to a file called ñPG2Settings.figò. The program attempts to open this file 

 every time it starts up. As long as this file contains your serial port settings, the port will be configured, 

 and you will not see the NO SERIAL PORT warning when your program starts up. 

 

 
Additional Instructions for setting up the serial port: 

 Mac Users: 

 Mac systems display the manufacturerôs USB adaptorôs identification directly. It should be possible to 

proceed directly to using the ProGen WizardÊ. 

 

  

 Windows Users: 

 The COM port the adaptor is connected to will need to be identified as these systems do not show the 

USB adaptor device name in the list of serial ports; only a generic COM port number is shown. Follow these 

steps: 

i. Ensure that the USB to serial adaptor is connected to the computer. 

ii.  Click ï START>CONTROL PANEL> double click SYSTEM 

iii.   Choose the HARDWARE  tab; choose DEVICE MANAGER  

iv. The DEVICE MANAGER  lists all the computerôs hardware and drivers. Go to PORTS (COM & LPT); click 

 on the +. This will show a list of serial devices connected to COM ports. 

v. Locate the name of the USB adaptor ï it may only show ñUSB serial portò; to the right will be a COM 

 number. Make note of this number 

vi. Run the Wizard, and in SETTINGS>SET SERIAL , choose this COM port number.  

vii.  SAVE SETTINGS 

 

  

 NOTE:  If the USB adaptor is unplugged, and then plugged back in into a different USB socket on the 

computer, the COM port number will change. This procedure will have to be gone through again. At this time, 

it has not been tested fully as to whether or not the COM number remains the same as long as the USB adaptor 

is always plugged back into the same socket. 

- Locate and click on the name of the 

 USB adaptor (Mac) to select this 

 device as the serial port. 

-  Locate and click on the COM number (Windows)   

 to select this device as the serial port. OR 
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The Data Entry Window  

 

 The data entry window is generally the first place you will work in the Wizard. This discussion will 

give you an overview of how this window is used. Remember that all selection boxes remain the same until 

you the user make changes in them. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Current Level:  Indicates the current level being edited. 

 

 Wave Type:  This box allows the user to select either SINGLE FREQUENCY or one of the four WAVE 

   PACKETS available. The normal default is single frequency. By selecting this box, wave  

   packets can be selected. 

 

 

 

 

 

 

 

 

 

 Width:   In a wave packet, the ówidthô is the frequency spread in hertz (Hz) away from the base 

   frequency. For example, if width 9 is selected, a óSpread Contractingô wave packet will 

   start 9 Hz above and 9 Hz below the base frequency. It then moves to frequencies 8 Hz 

   above and 8 Hz below. This continues in 1 hertz steps to the base frequency. The  

   maximum width is 9 Hz. 

 

Base Frequency:  In this box, the user enters the desired base frequency. Since the maximum frequency 

   generated by the ProGen II is 999999 Hz, the number of numeric characters entered into 

   this box is limited to 6. Therefore, even if one wants to enter a frequency containing 

   decimal points, the total number of digits is still limited to 6. 

   As well, the decimal places are only valid in single frequency mode. Attempting to input 

   a decimal while in wave packet mode will generate an error message. This is not a fatal 

   event. Simply exit the error message and remove the decimal from your entry. 

Mac Environment 

Editing Window 


